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►RELOCATED MANUFACTURED DWELLING◄

Why is this notice important? 

• Installation is perhaps the single most important consideration to assure safety, durability and long term satisfaction

from your home. Listed below are key elements of installation that can have an impact on the performance of your

home. Also, some key requirements for installation are discussed in the Manufactured Home Installation brochure.

(see DCED website: https://dced.pa.gov/download/installation-guide-for-relocated-manufactured-homes-2017/)
o Site Preparation – Proper grading of the site around your home to provide groundwater runoff is critical. Make sure the

ground under your home is free from depressions or areas where water can collect and has a properly installed ground

vapor barrier.

o Support – Your installer must ensure that the ground where your home is sited has the proper soil conditions and

bearing capacity to property support your home. The Pier footings must be protected from the effects of frost heave,

which generally requires the pier footings to extend below grade to the maximum frost penetration in your area. Improper

support of your home may lead to bowed floors and walls, cracked walls or ceilings, doors and windows that do not

operate properly, and other structural defects that can lead to permanent damage to your home.

o Assembly – Most Manufactured homes, especially multi-section designs, require assembly to be completed onsite. Until

a home is assembled properly, it cannot perform as designed. The ability of the home to resist wind, rain, and snow and

the functioning of the plumbing, electrical, heating/cooling systems, among other issues, are only assured by proper

assembly onsite.

o Stabilization/Anchoring – To ensure that your home can withstand the forces of windstorms, which can cause sliding

and overturning of the home, it is imperative that your home is properly anchored with suitable anchoring devices that

are properly installed

How do I find a HUD Licensed Installer? 

• A Complete list is available at WWW.MANUFACTUREDHOUSINGINSTALLATION.COM
o To search the list for a HUD Licensed installer in your area, search for ‘, PA’ or ‘, MD’

o This list is updated frequently.

What documents are required for a Relocated Manufactured Dwelling? 

• Habitability Checklist for Relocated Manufactured Homes

o This document verifies that the dwelling is livable and must be completed BEFORE the Building Permit

application is submitted or the Building Permit is picked up.

• Installation Checklist for Relocated Manufactured Homes

o This document certifies that the dwelling is installed properly. It is to be completed by the HUD Licensed

Installer and must be completed and returned to PMCA BEFORE the final inspection.

• Manufactured Home Certificate of Compliance

o This document certifies that the installer, correctly and to regulation, installed the Manufactured Dwelling. This

document must be completed and returned to PMCA BEFORE the final inspection.

BE ADVISED: Failure to submit the Installation Checklist for Relocated Manufactured Homes and the 

Manufactured Home Certificate of Compliance may result in a failed Final Inspection. 

IMPORTANT DCED NOTICE: EFFECTIVE OCTOBER 1, 2020 
NOTICE: Beginning 10-1-20, the Pennsylvania manufactured housing program 

will be requiring a HUD Licensed Installer (Housing & Urban Development) for 

all manufactured dwellings 

https://dced.pa.gov/download/installation-guide-for-relocated-manufactured-homes-2017/


Habitability Checklist for Relocated Manufactured Homes  
All items must be correct prior to occupancy. A completed checklist must be submitted to the local building code official as part of the building 

permit process. 

Site Address:  __ 

Description/Size of Home:           Year of Manufacture: ______     __    Serial #:       

Data Plate, Serial Number & Certification Label 

 Locate the serial number from the front chassis crossmember 
and the certification labels from the exterior siding. Cross 
reference to the data plate in the home. See page 2. 

 Verify the home was certified as a manufactured home and that it 
was designed and constructed for the Pennsylvania climate zone. 

Floors 

 Floor is structurally sound. Floor coverings are secure and do 
not present tripping hazards. 

 Floor insulation is properly installed in floor cavity, 
especially at access areas. 

 Bottom Board is patched and secure. See page 6. 

Walls 

 Walls are structurally sound, without holes, breaks or 
protrusions. 

 Doors and windows are operational with proper glazing. See pg 3. 

 Doors are equipped with proper hardware. See page 3. 

 Safety glazing is provided where required. See page 3. 

Exterior Coverings 

 Roofing material free from obvious defects, holes, etc. 

 Roof caps, vents, flashing, etc. are properly installed. Fireplace 
chimneys are the proper height (3’ above the roof where it passes 
and 2’ higher than any part of the building with 10’ of the 
chimney). 

 Siding material is free from obvious defects, holes, etc. and is 
properly channeled or sealed around penetrations. 

Sanitary Facilities 

 Plumbing system is in good working order and free from defects, 
leaks and obstructions. See page 4. 

 Drain piping under the floor is properly sloped and supported 
every 4’. See page 4. 

 Water supply line crossover insulation and covers are 
properly installed. 

 Hot water appliance is properly installed and in good working 
order. 

 Water temperature limiting device must be set properly.  For 
home constructed after June 9, 2014, see page 4. 

Ventilation 

 Clothes dryer exhaust ducts terminate outside of the skirting crawl 
space enclosure. See page 5. 

 Kitchen, bath and toilet compartment fans are operational. For 
homes built after Oct 25, 1993, See page 5. 

Heating 

 Heating facilities are in working order. 

 Registers and grills are in place at all outlets and intakes for the 
heating system. 

Fuel Burning Appliances 

 All vents, flu pipes, chimneys, etc. are properly installed, and are 
free from rust, damage or any condition that could result in a leak 
of combustion gases into the home. See page 5. 

 Fire-blocking is adequately installed where vents, flu pipes, 
chimneys or other penetrations are present in the ceiling or walls 
inside furnace and water heater compartments. See page 5. 

 Fuel supply piping is properly installed and supported. 

 Fuel supply piping has been tested for leaks by qualified 
personnel. 

 Cooking range anti-tip bracket is properly installed. See 

page 5. 

Electrical Systems 

 All electric receptacles, switches, junction boxes, fixtures, etc. are 
properly installed with appropriate cover plates. See page 6. 

 All electrical crossovers are properly assembled and secured. 
See page 6. 

 Operational test assured that all electrical devices 
operate properly. 

 Ground Fault Circuit Interrupters (GFCI) where required, test 
and reset properly. See page 6. 

 All exposed metal parts likely to be energized have been 
bonded. 

 Proper smoke detectors/alarms placement and operation. See 

page 4. 

 Proper carbon monoxide alarm placement and operation, if 
applicable. See page 4.

I certify that I am the owner of record, or that I have been authorized by the owner of record to submit this checklist and that the manufactured 
housing unit described herein has been inspected by me and found to meet the habitability guidelines for relocated manufactured housing as 
promulgated by the DCED Manufactured Housing Standards Division November 2013 or the most recent revision thereof. I agree to conform to all 
applicable local, state, and federal laws governing the execution of this project. I certify that the Code official or his representative shall have the 
authority to enter the property and the manufactured housing unit, at any reasonable hour during the installation process, to enforce the 
provisions of the Codes governing this project. I understand and assume responsibility for the establishment of official property lines for required 
setbacks prior to the start of construction, and agree to conform to all applicable laws of this jurisdiction. I further certify that this information is 
true and correct to the best of my knowledge and belief. 

APPLICANT SIGNATURE: ____________________________________________________        DATE: _____/______/_________ 

PRINT NAME (legibly): _____________________________________________________  Phone No.:__________________________ 

Address: ____________________________________________________________________________________________________ 
Complete: Street / State / Zip 
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Installation Checklist for Relocated Manufactured Homes 
Certified Pennsylvania Manufactured Home Installers must properly complete this checklist to assure proper installation. See page 2 of the DCED 

Installation Guide for other information regarding installer responsibilities. 

Owners Name:________________________________________________    Phone No. ______________________ 

Current Address: _______________________________________________________________________________ 

Job Site Address: _______________________________________________________________________________ 

Municipality:  __________________________________     County: ___________________________ 

Manufactured Home Stats 

Make of Man. Home: ___________________________________ 

Year of Man. Home: ___________________________ 

Size of Manufactured Home:  ________ X ________ 

Serial # of Man. Home: ________________________ 

Foundation Support 

Footings are properly sized and constructed for the soil 
conditions. 

Piers are spaced and constructed according to the 
tables provided. 

Perimeter blocking is provided (if necessary). 

Piers at each side of openings four feet or larger 
(side wall and marriage line). 

Shims are in place and tight. 

Home is level. 

Anchors 

Approved anchors are used. 

Anchor spacing is correct. 

Anchors are installed to full depth. 

Straps are installed at correct angles. 

Straps are protected at the sharp corners. 

Stabilizing plates are installed. 

Under the Home 

Site is properly graded. 

Ground moisture barrier is installed. 

No holes or tears are present in the 
bottom board. 

Skirting is properly installed. 

Crawl space is properly ventilated. 

Exterior 

Roof shingles are free from damage. 

Roof ridge vent is installed correctly (if 
applicable). 

Any penetration in the roof is properly sealed. 

Siding is free from damage. 

Interior 

Ceilings, walls and floors are free from 
major defects. 

Windows operate properly. 

Exterior doors operate properly. 

Marriage line is properly sealed from air 
infiltration. 

Systems 

Electrical fixtures operate properly 
(Operational / Polarity). 

Water lines are free from defects (leaks). 

Drainage system is free from defects (leaks). 

Gas system is free from leaks. 

Smoke alarms operate properly. 

Appliances 

Appliance venting is in accordance with 
manufacturer’s instructions. 

Fireblocking is complete. 

Fresh air intakes are properly installed. 

Appliances are working properly. 

Fireplace chimney stack and combustion air 
intake are completed properly. 

Anti-tip device for the cooking range is 
properly connected. 

Whereas, Pennsylvania DCED, through Act 40 -2012 and the regulations promulgated thereunder require that a Certified Installer submit this 
checklist and that the manufactured housing unit described herein has been inspected by me and found to meet the installation and habitability 
guidelines for relocated manufactured housing as promulgated by the PA - DCED Manufactured Housing Standards Division November 2013, or 
the most recent revision thereof. I agree to conform to all applicable local, state, and federal laws governing the execution of this project. I certify 
that I am the owner of record or have the authority of the owner of record to grant that the Code official or his representative shall have the 
authority to enter the property and the manufactured housing unit, at any reasonable hour during the installation process, to enforce the 
provisions of the Codes governing this project. I understand and assume responsibility for the establishment of official property lines for 
required setbacks prior to the start of construction, and agree to conform to all applicable laws of this jurisdiction. I further certify that this 
information is true and correct to the best of my knowledge and belief. 

INSTALLER SIGNATURE: ____________________________________  I.D.# ________________  DATE: _____/_____/________ 

PRINT NAME (legibly): ________________________________________________  Phone No.:__________________________ 

Address: _______________________________________________________________________________________________ 



MANUFACTURED HOME 

CERTIFICATE OF COMPLIANCE

DCED-HS-003 (09/2020) COMMONWEALTH OF PENNSYLVANIA 

DEPARTMENT OF COMMUNITY & ECONOMIC DEVELOPMENT 

HOUSING STANDARDS DIVISION 

Commonwealth Keystone Building 

400 North Street, 4th Floor 

Harrisburg, PA 17120-0225

CERTIFICATION

I certify that the relocated manufactured home referenced on this form is in compliance with the Manufactured Housing 

Improvement Act (35 P.S. 1658) as amended on May 8, 2012.

Installer Signature Date 

Print Installer Name HUD License Number Valid Through

HOME INFORMATION

1. RESIDENT (IF APPLICABLE):

2. ADDRESS OF HOME INSTALLATION:

3. CITY: 4. STATE: 5. ZIP:

6. DATE OF INSTALLATION:

7. MANUFACTURER NAME:

8. SERIAL NUMBER: 9. YEAR OF MANUFACTURE:

CONSTRUCTION CODE INFORMATION

1. CONSTRUCTION CODE OFFICIAL:

2. MUNICIPALITY: 3. COUNTY:

PROVIDE A COMPLETED FORM TO THE CODE OFFICIAL AND THE RESIDENT
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